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a  b  s  t  r  a  c  t

La0.6Sr0.4Co0.2Fe0.8O3−ı (LSCF)  is the  most  widely  used  cathode  material  for  intermediate  temperature
solid oxide  fuel  cells.  In the  present  communication,  porous  LSCF  cathodes  are  fabricated  by tape  casting,  a
low-cost  and  reproducible  fabrication  process.  The  effects of  four  different  pore  formers,  namely,  graphite,
carbon  black,  rice  starch,  and  corn  starch,  on  the  microstructure  and  electrochemical  performance  of the
LSCF  cathode  are  investigated.  Examination  of  the  microstructures  reveals  that  the  shape  of  the  pores,  the
eywords:
SCF
ore formers
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ape casting
olid oxide fuel cell

pore size,  and  the  pore  distribution  in the  final  ceramic  are  related  to  the  type  of pore  formers.  Impedance
analysis  and  cell testing  show  that the  best  performance  is  obtained  from  the  cathode  using  graphite  as
the pore  former.  The  microstructure  indicates  that  graphite  results  in  a porous  LSCF  cathode  with  a large
surface area  and  high  porosity,  which  can  offer  a considerably  long  triple  phase  boundary  for  catalytic
reactions  as  well  as  channels  for  gas  phase  transport.

© 2011 Elsevier B.V. All rights reserved.
. Introduction

Solid oxide fuel cells (SOFCs) have attracted much attention
n recent years due to their high energy efficiency, modular-
ty, and excellent fuel capability [1].  For SOFCs, a critical point,
owever, is maintaining suitable electrochemical properties while
ecreasing the operating temperature to intermediate temper-
tures (600–800 ◦C). At a lower temperature, the polarization
esistance of the cathode has been recognized as one of the princi-
al factors that affect the performance of SOFCs because the overall

osses due to the polarization at the electrodes are governed mainly
y oxygen reduction reaction [2,3].

Recently, the materials in the (La, Sr)(Co, Fe)O3−ı family have
een investigated extensively as cathodes for SOFCs due to their
igh ionic and electronic conductivity as well as their good cat-
lytic activity for oxygen reduction reaction at lower operating
emperatures [4,5]. For a given electrode material, however, the
erformance of the electrode can be altered drastically by a change

n its microstructure, including pore and grain size, size distribu-

ion, and porosity [6,7]. Therefore, controlling the microstructure
s also crucial for the optimization of the electrochemical perfor-

ance of the cathode.

∗ Corresponding author. Tel.: +86 22 24528004; fax: +86 22 24528004.
E-mail address: jchliu@tjpu.edu.cn (J. Liu).
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Toward this end, many methods have been proposed to pro-
vide an electrode membrane with suitable porosity for gas diffusion
or electrical conductivity [8–10]. However, the most effective and
popular method for the formation of a porous microstructure is
the addition of pore formers to the initial powders. Starch, car-
bon black, graphite, and spherical polymers are some of the widely
used pore formers [7,11–13]. Sanson et al. [11] studied the effect
of pore formers on the slurry composition and microstructure of
Ni/YSZ supporting anode. They found that rice starch and carbon
black are the most promising pore formers for the production of
anode by tape casting. Later, the Ni/YSZ anode with the addition
of a new composite pore-former (mixture of flour and activated
carbon) was  found to provide appropriate porosity and suitable
shrinkage matching with YSZ electrolyte film [14]. The effect of the
amount of pore former (rice starch) in the anode support for SOFC
was also examined. The best performance was obtained from an
anode fabricated using 20 wt%  rice starch [12]. To date, studies on
the microstructure effect reported in the literature have focused
mostly on anode substrates. In the present communication, we
report our recent work on the fabrication and characterization of a
porous LSCF cathode using a tape casting method. Graphite, carbon
black, rice starch, and corn starch were used as pore formers. The

effect of these four pore formers on the microstructure and elec-
trochemical performance of the LSCF cathode was examined. The
performance of a button cell with different pore formers was also
reported.

dx.doi.org/10.1016/j.jpowsour.2011.08.036
http://www.sciencedirect.com/science/journal/03787753
http://www.elsevier.com/locate/jpowsour
mailto:jchliu@tjpu.edu.cn
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Fig. 1. Sketch of fabricating process for LSCF cathode.
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Fig. 2. SEM micrographs of the different pore formers used:

. Experimental

La0.6Sr0.4Co0.2Fe0.8O3−ı powders were purchased from Fuel-
ell Material Co. Four compounds were selected: (i) rice starch
Sigma–Aldrich), (ii) corn starch (Sigma–Aldrich), (iii) graphite
Alfa Aesar), (iv) carbon black (Alfa Aesar). LSCF cathodes were
abricated by tape casting. The fabricating process for LSCF cath-
de is outlined in Fig. 1. To prepare the slurry for tape casting,
roper LSCF powders and pore formers were ball milled for 12 h
ith dispersant in a mixture of xylene and ethanol. Then, two plas-

icizers (polyalkylene glycol and butyl-benzyl phthalate, Richard E.
istler, Inc.) and a commercial bonder (polyvinyl butyral, Richard E.
istler, Inc.) were added to confer adequate flexibility and strength

o the tapes. The mixture was further milled for another 12 h. The

esultant slurry was casted on a doctor-blade tape casting machine
Richard E. Mistler, Inc.). The thickness of cathode film is ∼50 �m.
fter drying overnight at room temperature, the green tape was cut

nto disks with a diameter of 5 mm.
aphite; (b) carbon black; (c) rice starch and (d) corn starch.

In order to characterize the electrochemical behavior of these
cathodes with different microstructures, electrolyte-supported
symmetric cells with a configuration of LSCF|SDC|YSZ|SDC|LSCF
were used. Dense YSZ pellets of 13 mm diameter and 1 mm thick-
ness were prepared by dry pressing and sintering at 1450 ◦C for 5 h.
A Sm0.2Ce0.8O1.95 (SDC) buffer layer was drop coated on both sides
of the YSZ electrolyte, which were a mixture of the SDC  powder
and additives dispersed in an organic solvent. Then the LSCF green
tapes were bonded to the buffer layer. After dried at 80 ◦C for 1 h,
the symmetric cells were heated in a furnace at a rate of 1 ◦C min−1

up to 400 ◦C, and 2 ◦C min−1 up to 800 ◦C for removal of the organic
additives and pore formers, and then at a rate of 5 ◦C min−1 up to
1050 ◦C. A holding time of 2 h was  given at 1050 ◦C.

Pt mesh was  attached to the LSCF cathode as the current

collector for electrical measurements. Impedance spectra of the
symmetrical cells were acquired under open circuit conditions
using a frequency response analyzer (Solartron 1255) in station-
ary air at temperatures ranging from 700 to 800 ◦C. The frequency
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f the applied ac voltage varied was from 10 MHz  to 0.01 Hz. All
ata were collected in 30 min  after the desired temperature was
eached. The data was corrected for electrode area (0.20 cm2), and
ivided by two (symmetric cell) to obtain the actual interfacial
olarization resistance of each electrolyte/electrode interface. The
iO/YSZ anode supported cell performance was measured at 700 ◦C
ith humidified hydrogen (3 vol% H2O) as fuel and stationary air

s oxidant. Microstructures and morphologies of the samples were
xamined using a scanning electron microscope (SEM, LEO1530).
GA (SDTQ600, TA Instruments, USA) of the pore formers was car-
ied out in air atmosphere at a heating rate of 3 ◦C min−1.

. Results and discussion

Fig. 2 shows the morphologies of the different pore formers con-
idered in the current communication. Organic pore formers, such
s rice and corn starch, differ with respect to shape and dimen-
ion and are characterized by dense particles of well-defined shape
Fig. 2c and d). Compared with corn starch, rice starch has a smaller
ize distribution with a particle size of about 4–5 �m.  On the other
and, inorganic additives are formed by aggregates of micronic or

anometric dense lamellae or sphere, as shown in Fig. 2a and b

or graphite and carbon black, respectively. As can be seen, car-
on black is observed to be composed of uniformly sized round
articles, the average particle size of which is between 1 and 2 �m.

Fig. 3. Thermal decomposition in air of different pore formers.

Fig. 4. SEM micrographs of the sintered LSCF tapes: (a) without pore former; (b) with graphite; (c) with carbon black; (d) with rice starch and (e) with corn starch.
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Fig. 5. Impedance spectra of LSCF cathodes with and without pore formers at various
temperatures: (a) without pore former; (b) with graphite; (c) with carbon black; (d)
with rice starch and (e) with corn starch.
978 L. Nie et al. / Journal of Pow

eanwhile, graphite particles consist of agglomerated platelet-like
rains with a mean length ranging from 5 to 10 �m,  and their edges
re unclearly distinguishable.

The thermal decompositions in air of these four pore formers
re depicted in Fig. 3. As can be seen from Fig. 3a, only at a rela-
ively higher temperature (∼600 ◦C) does the amount of graphite
r carbon black start to decrease. The carbon black undergoes ther-
al  decomposition between 600 ◦C and 750 ◦C, and the graphite

ecomposes in the temperature range 575–775 ◦C. No residue is
btained for all the four pore formers after heating. During heat-
ng, both corn and rice starch start loosing water around 100 ◦C
Fig. 3b). Decomposition of corn starch takes place in three stages:
low decomposition up to 245 ◦C with a weight loss of 10%, fast
ecomposition with a weight loss 60% in the temperature range
45–345 ◦C, and slow decomposition with a weight loss of 20% in
he temperature range 345–500 ◦C. Rice starch undergoes a faster
ecomposition with two stages, which is fully completed at 350 ◦C.

The SEM images of the LSCF cathodes with and without pore
ormers are shown in Fig. 4. The amount of pore formers used for
he four samples is ∼30 vol% (relative to ceramic powder), whereas
hose of the other organic additives are kept the same. The porosity
nduced by an additional amount of bonder is not affected by bon-
er morphology as it is dissolved by the solvent. Clearly, the type of
ore formers has a significant effect on the porous microstructure
nd much higher porosity can be observed in Fig. 4b–f compared
ith the plain cathode in Fig. 4a. When graphite is used as the pore

ormer, the pores are relatively small, with an average pore size
f about 1–2 �m,  and are uniformly distributed, as seen in Fig. 4b.
hen carbon black is used, the pores are larger and non-uniformly

istributed, as seen in Fig. 4c. Meanwhile, the ceramic structure
etween macropores looks a little dense, which may  not be bene-
cial to gas phase transport. The rice starch gives a porous LSCF
embrane with irregular isolated pores, the pore size of which

s about 3–8 �m (Fig. 4d). In the case of corn starch (Fig. 4e), the
ores are relatively well-distributed with a size of ∼5 �m in diam-
ter, producing a more open porous microstructure. Notably, the
ore former particles, especially graphite, are dissimilar in shape
nd size to the pores they form. This result can be attributed to the
all milling process which makes the particles or aggregates break
own, leaving finer primary particles.

Fig. 5 shows the impedance spectra of the LSCF cathodes with
ifferent pore formers fabricated by tape casting technique. To
emonstrate clearly the difference in electrode polarization behav-

or, all bulk resistances are removed from the impedance data. The
atalytic activity of each electrode, as characterized by the interfa-
ial polarization resistance Rp, is determined from the size of the
mpedance loop for each electrode. In general, the LSCF cathode,

hich uses graphite or carbon black as pore former, exhibited a
ower interfacial resistance than the cathode prepared with rice
r corn starch. For example, the interfacial resistance of the cath-
de with graphite as pore former was the lowest, reaching about
.11 and 0.43 � cm2 at 800 and 700 ◦C, respectively, compared
ith 0.24 and 0.81 � cm2 at the same temperatures for the rice

tarch cathode. The area-specific resistance of the cathode obtained
ith corn starch is 0.22, 0.40, and 0.78 � cm2 at 800, 750, and

00 ◦C, respectively, similar to rice starch cathode. Based on the
icrostructure examination (shown in Fig. 4b), the graphite cath-

de might have been expected to have the best electrochemical
erformance because it has the largest surface area and highest
orosity. These properties can offer a considerably long triple phase
oundary for catalytic reactions as well as channels for gas phase
ransport. The Rp of the cathode with carbon black was a little higher

han that of the graphite cathode (i.e., 0.13 � cm2 at 800 ◦C and
.47 � cm2 at 700 ◦C). This effect can be explained by considering
he relatively dense structure between macropores, as shown in
ig. 4c. Therefore, this drop in performance can be attributed to
Fig. 6. I–V and I–P characteristics of single cell with different pore formers.

the limitations on the transport of gases through the cathode. The
increase in interfacial resistance of the cathodes with rice and corn
starch can also be explained by the observed microstructure, as
shown in Fig. 4d and e, respectively. On one hand, the large chan-
nel pores allow the rapid transport of oxygen molecules. On  the
other hand, large pores may  exist in the effective thickness of the

triple phase boundary reaction area adjacent to the electrolyte, con-
sequently removing some of the available surface area for chemical
reaction. Further, large pores can also disrupt the electron diffusion
pathways in the cathode, thereby resulting in “electronic” isolation



er Sou

o
[

p
o
o
a
s
c
u
m

4

p
a
c
t
f

[
[
[

L. Nie et al. / Journal of Pow

r diminished electronic conductivity in the regions of the cathode
15].

Fig. 6 shows the I–V and I–P characteristics of the anode sup-
orted cells measured at 750 ◦C. Comparing the power output
f the other two cells, a much higher peak power density is
bserved for graphite and carbon black cell, which reaches 581
nd 546 mW cm−2 at 750 ◦C, respectively. The corn starch and rice
tarch cell merely produced 401 and 364 mW cm−2 under the same
onditions. The YSZ film and Ni/YSZ anode support were fabricated
sing the same process, so the obvious difference in cell perfor-
ance can be ascribed to the different cathodic microstructure.

. Conclusions

LSCF porous cathodes are fabricated by a low-cost tape casting
rocess using graphite, carbon black, corn starch, and rice starch

s pore formers. The microstructures and performance of the LSCF
athodes are found to depend sensitively on the morphology (par-
icle size and shape) and nature (organic and inorganic) of the pore
ormers. Based on microstructure examination and performance

[

[
[

rces 196 (2011) 9975– 9979 9979

characterization, graphite is the most suitable pore former for the
fabrication of cathodes for SOFCs by tape casting.
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